
L A M P S - -
J K L

JUST
ROUND

Features
Recessed spotlight
Painted gray, white or black
Up to 59 lm/W
27 or 30 K / CRI > 80
Passive cooling
e L 70 50,000 h
Lens flood 37°
Wallwasher
14 V / 350 mA

B SUB CATEGORY

round R D

Physical
attributes

E OPTIC

37° flood lens F L
wall wash WW

J U S T - R D - R T L - - - - C 8 0 -
A B C D E F G

A RANGE

JUST downlight J U S T

G CRI

CRI > 80 C 8 0
for CRI > 90, CRI > 95 or 3500 K please 
contact customer service

F CCT

2700 K 2 7 K
3000 K 3 0 K

Physical attributes

C MOUNTING

recessed trimless R T L

D COLOR

white / black W H
black / black B L
gray / black G R

U N V - -
H I

Electrical
attributes

Electrical attributes

I OUTPUT LM

240 lm 0 2 4 0 L

H VOLTAGE

Universal U N V

Dimensional
attributes

Dimensional attributes

J TYPE

white LED lamps L A M P S

L FEEDER LENGTH

10 ft F L 1 0 F T
30 ft F L 3 0 F T

K QUANTITY OF LAMPS

1 lamp 1
2 lamps 2
3 lamps 3

LAMP QTY TYPE DIM CODE

1 / 2 / 3 30 W / 48 V / 350 mA / 120 / 277 UNV 0 -10 V
2 / 4 / 6 30 W / 48 V / 700 mA / 120 / 277 UNV 0 -10 V
1 6 W / 20 V / 350 mA / 120 / 277 UNV Hi-Lume 3D
2 12 W / 20 V / 700 mA / 120 / 277 UNV Hi-Lume 3D
3 / 4 20 W / 60 V / 350 mA / 120 / 277 UNV Hi-Lume 3D
6 40 W / 40 V / 1050 mA / 120 / 277 UNV Hi-Lume 3D

6 0 7 - 1 9 2 5 3 3 1
6 0 7 - 1 9 2 5 3 3 2
6 0 7 - 1 9 2 5 6 0 6
6 0 7 - 1 9 2 5 6 1 2
6 0 7 - 1 9 2 5 6 2 0
6 0 7 - 1 9 2 5 6 4 0

LED CONVERTER BOX L 11 × W 3 3/16 × H 1 1/2

Power supply
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Please see next pages for square version



JUST downlight
3 round lamps
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LED converter box

Light distribution

60°

90°

cd/klm1500

30°

30°

60°

90°

60°

90°

cd/klm1500

30° 30°

60°

90°

Wallwasher
LED array 4 W
LOR = 58 %

C0/C180    �
C90/C270  �

C0/C180    �
C90/C270  �

Lens flood 37°
LED array 4 W
LOR = 64 %

KIND
INPUT

WATTS
LAMP
TYPE

LED COLOR 
TEMP.

DELIVERED
LUMENS

OPTICAL
EFFICIENCY

LUMINAIRE
EFFICACY

37° flood lens 1 lamp 4 W 30 K 240 lm 62 % 57 lm/W
2 lamps 8 W 30 K 480 lm
3 lamps 13 W 30 K 720 lm

wallwasher 1 lamp 4 W 30 K 250 lm 58 % 59 lm/W
2 lamps 8 W 30 K 490 lm
3 lamps 13 W 30 K 740 lm

Technical data

FIXTURE DIMENSIONS
LAMPING WIDTH LENGTH CUTOUT W CUTOUT L PROTRUSION P L TRIM

1 round lamp 9 ⅞" 9 ⅞" 10" 10" 0 / 1" / 1 ⅜" no trim
2 round lamps 3 13⁄₁₆" 9 ⅞" 3 15⁄₁₆" 10" 0 / 1" / 1 ⅜" no trim
3 round lamps 9 ⅞" 13 ⅞" 10" 14" 0 / 1" / 1 ⅜" no trim
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JUST
SQUARE

Features
Recessed spotlight
Painted gray, white or black
Up to 59 lm/W
27 or 30 K / CRI > 80
Passive cooling
e L 70 50,000 h
Lens flood 37°
Wallwasher
14 V / 350 mA

B SUB CATEGORY

square S Q

L A M P S - -
J K L

Physical
attributes

E OPTIC

37° flood lens F L
wall wash WW

J U S T - S Q - R T L - - - - C 8 0 -
A B C D E F G

G CRI

CRI > 80 C 8 0
for CRI > 90, CRI > 95 or 3500 K please 
contact customer service

F CCT

2700 K 2 7 K
3000 K 3 0 K

Physical attributes

C MOUNTING

recessed trimless R T L

D COLOR

white / black W H
black / black B L
gray / black G R

U N V - -
H I

Electrical
attributes

Electrical attributes

I OUTPUT LM

240 lm 0 2 4 0 L

H VOLTAGE

Universal U N V

Dimensional
attributes

Dimensional attributes

J TYPE

white LED lamps L A M P S

L FEEDER LENGTH

10 ft F L 1 0 F T
30 ft F L 3 0 F T

K QUANTITY OF LAMPS

1 lamp 1
2 lamps 2
3 lamps 3

LAMP QTY TYPE DIM CODE

1 / 2 / 3 30 W / 48 V / 350 mA / 120 / 277 UNV 0 -10 V
2 / 4 / 6 30 W / 48 V / 700 mA / 120 / 277 UNV 0 -10 V
1 6 W / 20 V / 350 mA / 120 / 277 UNV Hi-Lume 3D
2 12 W / 20 V / 700 mA / 120 / 277 UNV Hi-Lume 3D
3 / 4 20 W / 60 V / 350 mA / 120 / 277 UNV Hi-Lume 3D
6 40 W / 40 V / 1050 mA / 120 / 277 UNV Hi-Lume 3D

6 0 7 - 1 9 2 5 3 3 1
6 0 7 - 1 9 2 5 3 3 2
6 0 7 - 1 9 2 5 6 0 6
6 0 7 - 1 9 2 5 6 1 2
6 0 7 - 1 9 2 5 6 2 0
6 0 7 - 1 9 2 5 6 4 0

LED CONVERTER BOX L 11 × W 3 3/16 × H 1 1/2

Power supply

A RANGE

JUST downlight J U S T
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CUTOUT WIDTH

P1 ¾"

LED converter box

JUST downlight  
3 square lamps

JUST downlight
1 square lamp

JUST downlight   
2 square lamps

60°

90°

cd/klm1500

30°

30°

60°

90°

60°

90°

cd/klm1500

30° 30°

60°

90°

Wallwasher
LED array 4 W
LOR = 58 %

C0/C180    �
C90/C270  �

C0/C180    �
C90/C270  �

Lens flood 37°
LED array 4 W
LOR = 64 %

KIND
INPUT

WATTS
LAMP
TYPE

LED COLOR 
TEMP.

DELIVERED
LUMENS

OPTICAL
EFFICIENCY

LUMINAIRE
EFFICACY

37° flood lens 1 lamp 4 W 30 K 240 lm 62 % 57 lm/W
2 lamps 8 W 30 K 480 lm
3 lamps 13 W 30 K 720 lm

wallwasher 1 lamp 4 W 30 K 250 lm 58 % 59 lm/W
2 lamps 8 W 30 K 490 lm
3 lamps 13 W 30 K 740 lm

Light distribution

FIXTURE DIMENSIONS
LAMPING WIDTH LENGTH CUTOUT W CUTOUT L PROTRUSION P L TRIM

1 square lamp 9 ⅞" 9 ⅞" 10" 10" 0 / 1" / 1 ⅜" no trim
2 square lamps 9 ⅞" 9 ⅞" 10" 10" 0 / 1" / 1 ⅜" no trim
3 square lamps 9 ⅞" 13 ⅞" 10" 14" 0 / 1" / 1 ⅜" no trim

Light output ratio
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